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AMENDMENTS TO THE CLAIMS: 

This Listing of Claims will replace all prior versions, and listings, of 
Claims in the Application: 

LISTING OF CLAIMS : 

1. (CURRENTLY AMENDED): A combination of pepper mill and salt 
shak e r mill, comprising: 

a mediate member having two recesses defined in two ends of the 
mediate member respectively, a protrusion extending from an inside of each of the 
two recesses and a polygonal passage defined through each of the protrusions, a 
plurality of first notches defined in the inside of each recess; 

two connection members respectively received in the two recesses, each 
connection member having a hole through which the protrusion corresponding 
thereto extends, a plurality of second notches defined in a side of each connection 
member and located in alignment with the first notches, a bead movably received 
in a space enclosed by the aligned first notch and second notch, a depth of each of 
the first notches being defined such that the bead is partially received in the fist 
notches and the bead is located at a joint surface of the connection member and the 
mediate member, a depth of each of the second notches being defined such that the 
bead is completely received in the second notch, and 

two mill members each having a chamber defined therein and a 
polygonal driving shaft connected in each mill member so as to drive a grinding 
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piece, the two mill members respectively rotatably installed in the two recesses of 
the mediate member and secured to the two connection member in the two 
recesses, the two driving shafts respectively engaged with the polygonal passages 
in the protrusions in the two recesses. 

2. (ORIGINAL): The combination as claimed in claim 1, wherein each of 
the connection member has blocks extending from the other side thereof and each 
of the mill members has engaging recesses with which the blocks are engaged. 

3. (ORIGINAL): The combination as claimed in claim 1, wherein an inside 
of a wall enclosing each of the two recesses of the mediate member includes a 
groove defined therein and each of the mill members has rail members on an outer 
periphery thereof, the rail members being movably engaged with the groove. 



Page 7 of 9 



